
Inner Ear
Thermometer

Key Features

Specifications

• Age-Exact Fever Indicator 

• 3 Colour LCD Display

• 1 Second Infra-Red Reading

• 10 Reading Memory 

• °F/°C  Switchable

• Automatic Shut-off

• Low Battery Indicator

• Probe Cover Detection & Probe Eject Function
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Dimensions

Net weight

Inner Ear Thermometer.

ET-100E.

34.0°C ~ 44.0°C (93.2°F ~ 111.2°F).
Display ‘Lo’ when the temperature is lower than the 
displayed temperature range.
Display ‘Hi’ when the temperature is higher than the 
displayed temperature range.

Temperature: 16°C ~ 35°C (60.8°F ~ 95.0°F).
Humidity: ≤85%RH.
Atmospheric pressure: 700 ~ 1060hPa.
Altitude: <3000m.

Temperature: -25°C to 55°C (-13°F to 131°F).
Humidity: ≤85%RH.

0.1°C (0.1°F).

±0.2°C (35.0°C ~ 42.0°C) / ±0.4°F (95.0°F ~ 107.6°F).
±0.3°C (＜35.0°C/＞42.0°C) / ±0.5°F (＜95.0°F/＞107.6°F).

Liquid crystal illuminated display, 3 digits. 
Tricolour illuminated display:
Green: Normal temperature.
Orange: Low fever.
Red: High fever.

Centigrade or fahrenheit.

Last ten memories.

The LCD displays ‘       ’. 

≤30mW.

Two 1.5V alkalescence batteries (AA).

2,500 takes.

147mm x 47mm x 40mm.

60g (not including batteries).

Structure
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